*» U.S. Department of the interior OMB Control Number 1010-0141

Minerais Management Senice (MMS) OMB Approval Expires 08/31/2000
. Form MMS 123A/1238 - Electronic Version
\ Application for Revised New Well

Leass G32308 AreaBlock MC 252 WellName 001 ST00 B8P 00 Weill Type Exploration
Application Status Submitted Operator 02481 8P Exploration & Production Inc.

Correction Narrative 01-25-10-
1) Revse Annular Pressure test fom 5000 psi to 3300 pel.

2) Request departure (o stump test the 8-5/8" and 5-1/2° drill pipe but only the 8-&/5" drilipipe
subsea. The only time the 5-1/2° will be run below the stack is a8 an inner string during the 16"
casing job. Once the 16" sbing is landed out and cermented, the seal assembie will be set, and the
inner string pulled out of the welibore. During this time the 5-1/2" will be below the stack inside the

casing

01-12-10 - Renision 10 use the Deepwater Horizon 10 finish driling operations (Marianas sent 1o
shipyard for repairs, no longer under BP contract).

Renised sttachments include:
1) Horizon BOP schematic
2) Welbore schematic with revised RIGB
- 3) Renised Departure List (removed departure for 250.449 ()
‘ 4) Revised Pore Pressure Plot with Hortzon RIKB

The casing information has been upated to reflect actual setting depths, mudweights, ete.
Altachments refenring to the Marianas BOPs and mooring have been removed.

10-29-09 - Revised to show shallow seiting depth and revised cement volume for the 18° casing.

Revsion | 10-15.08
This RPD is to request approval to replace the upper annular slement fom the originally approved
standard element rated to 10k on 51/2" pipe to a 8- element which is rated to 7.5k on 5-1/2°

and 10k on 6-3/8".

Please see the attached chart which shows the rating of each slement. Our max annular tests per
the approved APD will be Sk both on the stump test and down hole.

Hoo 7
Exhibit No.
Worldwide Court
Reporters, Inc.
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*. U.8. Department of the Interior

Minerals Management Senice (MMS)

)

OMB Control Number 1010-0141
OMB Approwal Expires 08/31/2008

Form MMS 123A/123S - Electronic Version
Application for Revised New Well

Lease G3206 AreaBlock MC2:2  WellName 001 ST 00 BP 00 Weli Type Exploration
Application Status  Submitted Operator 02481 BP Exploration & Production Inc.
General Well Information

APINumber 608174116900 Approval Date Approved By

Date of Request 01/28/2010 ReqSpud Date  08/15/2009 Kickoff Point  N/A

Water Depth (1) 4992 Drive Size (in) 38 MineralCode  Hydrocarbon

'RKB Elevation 75 Drive Depth (i) 5361 SubseaBOP  Yes

Verbal Approval Date Verbal Approval By |

Proposed Well Location |
‘ Surface Location

LEASE (OCS) G32308 | AreaBlock MC252 | Authority Federal Lease

Entered NAD 27 Data Calculated NAD 27 Departures Calculated NAD 27 X-Y Coordinates
Lat: 2873838839 N 6857 X  1202802.8923%

Lon: 8230553389 E 1037 Y  10431702.918855

urface Plan Plan Lease (OCS) G32308 AreaBlock  MC252

Bottom Location

LEASE(OCS) G32308 | aeamiock  mc2s2 ]

Entered NAD 77 Data Calculated NAD 27 Departures Calculated NAD 27 X.Y Coordinates
Lat: 2873836889 N 8857 X  120252.892338

Lon: -88.38593389 E 1037 Y  10431702.916855

BottomPlan Ptan Lease (OCS) G32308 AealBlock  MC252

Approval Comments

Electronically generated on 017252010
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. U.S. Department of the Interior OMB Control Number 1010-0141
Minerals Management Senice (MMS) OMB Approval Expires 08/31/2008
Form MMS 123A/123S - Electronic Version

q Application for Revised New Well

Lease G32308 AreaBlock MC252 Well Name 001 ST 00 BP 00 Well Type Exploration
Application Status Submitted Operator 02481 BP Expioration & Production Inc.
Geologic Information

H2S Designation Absent H2S TVD
' Anticipated Geologic Markers
Name Top MD

9100

13145

14183
17481

Globorotalia peripheroronda 18400
Sphenclithus heteromorphus 19120
‘Qfscoatc petaliformis 19594
)/

Rig information

RIG SPECIFICATIONS ' ANCHORS

Rig Name T.0. DEEPWATER HORIZON

Type SEMISUBMERSIBLE 1D Number
Function DRLLING Constucted Year
Shm HYUNDAI Refurbished Year
RATED DEPTHS ) o
Water Depth 10000 Drill Depth 35000
CERTIFICATES |

ABSAONV Q2/28/2011 _ Coast Guard orrzri2on

SAFE WELDING AREA
Approval Date 09/26/2001 District 1

g ¢

Remarks

. Electronically generated on  01/28/2010 Pege 3 of 3
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", Us Depastment of the Interior OMB Control Number 1010-0141
Minerals Management Senice (MMS) OMB Approwal Expires 08/31/2008

Form MM S 123A/123S - Electronic Version
Application for Revised New Well .

)
Lease G32308 Area/Block MC 252 WellName 001 ST 00 BP 00 Well Type Exploration

Application Status Submitted Operator 02481 BP Exploration & Production Inc.

Number |Question ‘ Response Response Text

1 | Wil you maintain quantities of mud and mud YES
material (including weight materials and additives)
ch;ﬂsotmmsyﬂaﬂmm 1/2

2 if hydrocarbon-based driling fluids were used, is | NA
the dhilling rig outfitted for zero discharge and will
26ro discharge procedures be followed?

3 if drilling the shallow casings strings riserless, will | YES

you maintain kill weight mud on the rig and
monitor the welibore with an ROV to ensure that it |

4 if requesting a waiver of the conductor casing, have | NVA
you submitted a log to MMS G&G that is with in
300 feet of the proposed bottom hole location for th

=, Wil the proposed operation be covered by an EPA | YES NOI has been submitted but permit number has
) Discharge Permit? (piease provide penmit number not yet been assigned.

in comments for this question)
a Wil all weils in the welt bay and related production | NVA

equipment be shut-in when maving on to or off of
an offshore piatform, or from well to well on the plat

)
Electronically genersted on  01/25/2010 Page 4 of 8 .
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-, U.S. Department of the Interior
Minerais Management Senice (MMS)

®

Lease G32308 Arsa/Block MC 252

Form MMS 123A/123S - Electronic Version
Application for Revised New Well

WellName 001 ST 00

OMSB Control Number 1010-0141

OMB Approwal Expires 08/31/2008

BP 00 Well Type Exploration

Appiication Status Submitted Operator 02481 8P Exploration & Production inc.
Permit Attachments

[Fite Type | Fite Description | status |
Required Altachments _

pdf Driing prognesis and summary of driling, cementing, and mud Atiached

pot Directional Program Atlached

pef Proposed Well Location Plat Attached

pf BOP & Diverter Schematics with Operating Procedures Attached

paf Pore pressure (PP), Mud Weight (MW), and Fracture Gradient (FG) Plot | Attached

paf Proposed Wellbore Schematic Attached

paf Engineering Calculation Attached
Optional/Supplemental Attachments

pof Deperture List Attached
‘ﬁ Heather Powel

Company 02481 BP Exploration & Production inc.

Phone Number 281-504-0904

E£-mail Address hesther. powsii@bp.com

Contact Description | Reguiatory

Name ‘Scherie Dougias

Company 02481 BP Exploration & Production ine.

Phone Number 281-386.6843

2-mall Address scherie.douglas@bp.com

Contact Descriptien | Reguiatory

)

Electronically generated on  01/25/2010 Page 5 of &8
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., U.S. Department of the interlor

OMB Control Number 1010-0141
Minerals Managsment Senice (MMS) OMB Approwal Expires 08/31/2008
Form MM S 123A/123S - Electronic Version
3 Application for Revised New Well
Leass G32308 AreaBlock MC232 WellName 001 ST 00 BP 00 Well Typs Exploration
Application Status Submitted Operator 02481 BP Exploration & Production Inc.
Well Design Information
Interval Number 1 ~ Type Casing Nams Conductor
Section | Casing Size | Casing Weight | Casing | Burst Rating | Collapse Rating]  Depth (ft) Pore Pressure
Number (in) {iv¥t) | Grade {psh) MD TVD (ppP9)
1 28.000 213.0 X852 2437 982 817 67 | 8.6
GENERAL INFORMATION PREVENTER INFORMATION TEST INFORMATION
Hole Size (in) 32.500 Type No Prevanters | Annular Test (pei) o
Mud Weight (ppg) a8 Size (in) NA BOPMDiverter Test(psi) 0
Mud Type Code Gelled Sea Water | Wellhead Rating (psi) 0 Test Fluld Weight (ppg) 0.0
Fracture Gradlent (ppg) 9.3 Annular Rating (psl) 0 Casing/Liner Test(psl) O
Liner Top Depth (ft) BOP/Miverter Rating (psi) 0 Formation Test (ppg) 0.0
Cement Volume (cuft)

interval Number 2 Type Casing B Name Surface

Section | Casing Size | Casing Weight | Casing | Burst Rating | Collapse Rating Depth {ft) Pore Pressure

Number {in) (it} | Grade {psi) MD TVD (pPg)
- 22.000 277.0 %80 7955 €670 sar s 3.8
] 22.000 224.0 %80 6383 3878 797 7937 93
GENERAL INFORMATION PREVENTER INFORMATION TEST INFORMATION
Hole Size (in) 26.000 Type Blowout Annular Test (pei) 5000
Mud Weight (ppg) 9.5 Size (in) 13,73 BOPMDiverter Test (psl) 6500
Mud Type Code Water Base Wellhead Rating (psi) 15000 Test Fluld Weight (ppg) ae
Fracture Gradient (ppg) 10.5 Annuiar Rating (psi) 10000 Casing/Liner Test (pei) 3400
Liner Top Depth (ft) BOP/Diverter Rating (psl) 15000 Pormation Test (ppg) 10.3
Cement Volume (cu II) 8301

Electronically genersted on  01/25/2010
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" US mpinmaunm
"~ Minerals Management Senice (MMS)

\
/

OMB Control Number 1010-0141
OMB Approwal Expires 08/31/2008

Form MMS 123A/123S - Electronic Version
Application for Revised New Weil

Lease G32308 AreaBlock MC 252 Well Name 001 STO0 BP 00 WelType Exploration
Application Status Submitted Operator 02481 BP Exploration & Production Inc.
interval Number 3 Type Liner Name intermediate ‘
Section | Casing Shie | Casing Weight | Casing | Burst Raling | Collapes Raling]  Depth (1) Pore Pressure
Number {in) ) Grade pel) MD TVD (ppg)
1 18.000 117.0 P-110 08%0 3110 2969 8980 10.0
GENERAL INFORMATION PREVENTER INFORMATION TEST INFORMATION
Hole Size (in) 22.000 Type Blowout Annuler Test (pei) 5000
Mud Weight (ppg) 10.2 Size (in) 18.78 BOP/iverter Test (psi) 6500
Mud Type Code Synthetic Base Wellhead Rating (psi) 15000 Test Fluid Weight (ppg) 10.2
Fracture Gradient (ppg) 121 Annular Rating (psi) 10000 Casing/Liner Test (ps) 3000
Liner Top Depth (ft) 7489.0 BOP/MDiverter Rating (pel) 15000 Formation Test (ppg) 121
Cement Volume (cu ft) 993
Interval Number 4 Type Casing Nams intermediate
Section | Casing Size | Casing Weight | Casing | Burst Rating | Collapse Rating Depth (ft) Pore Pressure
Nurmber (in) (i) Grade _(pod) MD ™0 {rpP9)
1 18.000 97.0 P110 6920 240 12500 12500 1.4
SENERAL INFORMATION PREVENTER INFORMATION TEST INFORMATION
Hole Size (in) 20.000 Type Blowout Anrlar Test (pel) 3500
Mud Weight (ppg) 1168 Size (in) 1473 BOPDiverter Test (psl) 8500
Mud Type Code Synthetic Base Wellhead Rating (psi) 15000 Test Fiuid Weight (ppg) 1.6
Fractwre Gradient (ppg) 138 Annular Rating (pei) 10000 Casing/Liner Test (pel) 3300
Liner Top Depth (ft) BOPDiverter Rating (pei) 15000 Formation Test (ppg) 130

Cewant Volume (cu ft) 930

Typs Liner

interval Number 5 ! medist
Sectien | Casing Size | Casing Weight Burst Rating | Colispes Rating]  Depth (R) Pore Pressure
Number (in) (/) Grade (pol) MD TV )
1  13.625 202 Q128 | 10030 4800 18300 15300 12.9
GENERAL INFORMATION T PREVENTER INFORMATION TEST INFORMATION
Hole Size (In) 16.000 Type Blowout Annvier Test (pei) 3500
Mud Weight (ppg) 131 Size (n) 173 BOPIverter Test (pei) 6500
Mud Type Cede Synthetic Base Weilhead Rating (psi) 15000 Test Fluid Weight (ppg) 13.1
Fracture Gradiont (ppg) 14.7 Annular Rating (pal) 10000 Casiog/Liner Test (pal) 2000
Liner Top Depth (%) 12200.0 BOPOIverter Rating (pel) 15000 Pormation Tost (ppg) 14.7
Comant Volume (cu ft) 410
/ Electronically generated an  01/25/2010 Psge 7 of 8
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, 7 US Department of the interior OMB Control Number 1010-0141

Minerals Management Senice (MMS) OMB Approval Expires 08/31/2008
Form MMS 1234/123S - Electronic Version
g Application for Revised New Well ’
Lease G32308 AreaBlock MC252  WellName 001 ST 00 BP 00 Well Type Exploration
Application Status Submitted Operator 02431 BP Expioration & Production inc.
interval Number 8 Type Open Hole ‘ Nams Open Hole
Section | Casing Size | Casing Weight | Casing | Bursi Rating | Collapss Rating] = Depth (1) Pore Pressure
Number (in) (V) Grade (pei) MD TVD {ppg) _
1 . | 20200 20200 14.0
GENERAL INFORMATION PREVENTER INFORMATION TEST INFORMATION
Hole Size (in) 14.000 Typ-‘ Blowout Annular Test (psi) 3500
Mud Weight (ppg) 14.2 Shze (in) 18.75 BOP/Diverter Test (psi) 6500
Mud Type Code Synthetic Base Wellhead Rating (psi) 15000 Test Fluid Weight (ppg) 0.0
Fracture Gradient (ppg) 16.1 Annular Rating (psi) 10000 Casing/Liner Test(psi) 0
Liner Top Depth (1) BOPMiverter Rating (psi) 15000 Formation Test (ppg) 0.0
Cement Volume (cu ft)

‘ﬁPERWOﬂ( REDUCTION ACT OF 1995 (PRA) STATEMENT: The PRA (44 U.8.C. 3501 et seq. Requires us to inform you
_+at we collect this information to obtain knowledge of equipment and procedures to be used in drilling operations. MMS uses
the information to evaluate and approwe or disapprove the adequacy of the equipment and/or procedures to safely perform the
proposed driling operation. Responses are mandatory (43 U.S.C. 1334). Proprietary data are covered under 30 CFR 250.198.
An agency may not conduct or sponsor, and a person is not required to respond to, a collection of information unless it
displays a currently valid OMB Control Number. Public reporting burden for this form Is estimated to average 27 hours per
responsse, including the time for reviewing instructions, gathering and maintaining dats, and compieting and reviewing the form.
Direct comments regarding the burden estimate or any other aspect of this form for the infarmnation Collection Clearance Oficer,
Mail Stop 4230, Minerals Management Senice, 1849
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